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(57) ABSTRACT

Systems and methods presented herein include an evacua-
tion deterrence system that includes a vehicle having a
member configured to deter evacuation of passengers from
the vehicle. The evacuation deterrence system also includes
an evacuation deterrence device configured to latch onto the
member of the vehicle. The evacuation deterrence device
includes an elongated main body, a handle portion, a latch
mechanism configured to latch onto the member of the
vehicle, an actuation mechanism configured to actuate the
latch mechanism, and a positioning mechanism configured
to fix a first location of the elongated main body relative to
the vehicle. The elongated main body is configured to be
extended relative to the vehicle when the first location of the
elongated main body is fixed relative to the vehicle via the
positioning mechanism.
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SYSTEMS AND METHODS FOR
DETERRING GUEST EVACUATIONS

CROSS-REFERENCE TO RELATED
APPLICATION

[0001] This application claims priority to and the benefit
of U.S. Provisional Application No. 62/851,960, entitled
“Systems and Methods for Deterring Guest Evacuations,”
filed May 23, 2019, which is hereby incorporated by refer-
ence in its entirety for all purposes.

BACKGROUND

[0002] The present disclosure relates generally to the field
of amusement parks. More specifically, embodiments of the
present disclosure relate to systems and methods for deter-
ring premature guest evacuation from amusement park
attractions, such as ride vehicles.

[0003] At certain times when amusement park attractions
are not in use, for example, after an amusement park ride
vehicle has completed a trip around a ride path, guests who
are using the attractions may attempt to disembark from the
attractions before certain procedures relating to the particu-
lar attraction have been performed. Doing so may lead to the
guests not disembarking from the attraction at the correct
locations, for example, which may lead to logistical issues
relating to themselves as well as other guests of the amuse-
ment park. As such, there is a need to facilitate more orderly
evacuations from the attractions.

[0004] This section is intended to introduce the reader to
various aspects of art that may be related to various aspects
of the present techniques, which are described and/or
claimed below. This discussion is believed to be helpful in
providing the reader with background information to facili-
tate a better understanding of the various aspects of the
present disclosure. Accordingly, it should be understood that
these statements are to be read in this light, and not as
admissions of prior art.

BRIEF DESCRIPTION

[0005] Certain embodiments commensurate in scope with
the originally claimed subject matter are summarized below.
These embodiments are not intended to limit the scope of the
claimed subject matter, but rather these embodiments are
intended only to provide a brief summary of possible forms
of the subject matter. Indeed, the subject matter may encom-
pass a variety of forms that may be similar to or different
from the embodiments set forth below.

[0006] In certain embodiments, a device includes an elon-
gated main body. The device also includes a handle portion
disposed at a first end of the elongated main body. The
device further includes a latch mechanism disposed at a
second end of the elongated main body. The latch mecha-
nism is configured to latch onto a member of an enclosure.
In addition, the device includes an actuation mechanism
disposed along a length of the elongated main body between
the first and second ends of the elongated main body. The
actuation mechanism is configured to actuate the latch
mechanism. The device also includes a positioning mecha-
nism disposed along the length of the elongated main body
between the first and second ends of the elongated main
body. The positioning mechanism is configured to fix a first
location of the elongated main body relative to the enclo-
sure. The elongated main body is configured to be extended
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relative to the enclosure when the first location of the
elongated main body is fixed relative to the enclosure via the
positioning mechanism.

[0007] In addition, in certain embodiments, an evacuation
deterrence system includes a vehicle configured to accom-
modate one or more passengers. The vehicle includes a
member configured to deter evacuation of the one or more
passengers from the vehicle. The evacuation deterrence
system also includes an evacuation deterrence device con-
figured to latch onto the member of the vehicle. The evacu-
ation deterrence device includes an elongated main body.
The evacuation deterrence device also includes a handle
portion disposed at a first end of the elongated main body.
The evacuation deterrence device further includes a latch
mechanism disposed at a second end of the elongated main
body. The latch mechanism is configured to latch onto the
member of the vehicle. In addition, the evacuation deter-
rence device includes an actuation mechanism disposed
along a length of the elongated main body between the first
and second ends of the elongated main body. The actuation
mechanism is configured to actuate the latch mechanism.
The evacuation deterrence device also includes a positioning
mechanism disposed along the length of the elongated main
body between the first and second ends of the elongated
main body. The positioning mechanism is configured to fix
a first location of the elongated main body relative to the
vehicle. The elongated main body is configured to be
extended relative to the vehicle when the first location of the
elongated main body is fixed relative to the vehicle via the
positioning mechanism.

[0008] In addition, in certain embodiments, a device
includes a substantially linear handle arm. The device also
includes a substantially linear extension arm connected to
the handle arm via a substantially 90 degree first bend. The
extension arm is configured to extend along a longitudinal
axis of the extension arm. In addition, the extension arm
includes one or more compliant supports configured to mate
with contoured edges of a vehicle to fix a first location of the
extension arm relative to the vehicle. The extension arm also
includes a stopper plate configured to abut a surface of the
vehicle to fix a second location of the extension arm relative
to the vehicle when the extension arm is extended relative to
the vehicle. The device further includes a substantially linear
latch arm connected to the extension arm via a substantially
90 degree second bend. The latch arm is substantially
perpendicular to the handle arm. The latch arm includes a
spring-loaded hook disposed at an end of the latch arm
opposite the second bend. The spring-loaded hook is con-
figured to latch onto a member of the vehicle. In addition,
the device includes a cable physically coupled to a cable at
a first end of the cable. The cable is physically coupled to the
spring-loaded hook at a second end of the cable. The cable
pull is configured to open the spring-loaded hook by coun-
teracting the spring-loading of the spring-loaded hook.
[0009] Various refinements of the features noted above
may be undertaken in relation to various aspects of the
present disclosure. Further features may also be incorpo-
rated in these various aspects as well. These refinements and
additional features may exist individually or in any combi-
nation.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] These and other features, aspects, and advantages
of the present disclosure will become better understood
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when the following detailed description is read with refer-
ence to the accompanying drawings in which like characters
represent like parts throughout the drawings, wherein:
[0011] FIG. 1 is a perspective view of a guest evacuation
deterrence system, in accordance with embodiments of the
present disclosure;

[0012] FIG. 2 is a perspective view of a guest evacuation
deterrence device of FIG. 1, in accordance with embodi-
ments of the present disclosure;

[0013] FIG. 3 is a top view of the guest evacuation
deterrence device of FIG. 2, in accordance with embodi-
ments of the present disclosure;

[0014] FIG. 4 is a side view of the guest evacuation
deterrence device of FIG. 2, in accordance with embodi-
ments of the present disclosure;

[0015] FIG. 5 is a top view of a latch mechanism and a
portion of a latch arm of the guest evacuation deterrence
device of FIG. 2, in accordance with embodiments of the
present disclosure;

[0016] FIG. 6 is a side view of the latch mechanism and
the portion of the latch arm of the guest evacuation deter-
rence device of FIG. 2, in accordance with embodiments of
the present disclosure;

[0017] FIG. 7 is a perspective view of a compliant support
of the guest evacuation deterrence device of FIG. 2, in
accordance with embodiments of the present disclosure;
[0018] FIG. 8 illustrates two compliant supports of the
guest evacuation deterrence device mating with a contoured
surface of a ride vehicle to fix a first position of the guest
evacuation deterrence device relative to the ride vehicle, in
accordance with embodiments of the present disclosure;
[0019] FIG. 9 illustrates a latch mechanism of the guest
evacuation deterrence device after latching onto a fixed
member associated with a ride vehicle, in accordance with
embodiments of the present disclosure;

[0020] FIG. 10 illustrates an actuation mechanism of the
guest evacuation deterrence device that may be used to
actuate a latch of the latch mechanism to facilitate release of
the fixed member of the ride vehicle, in accordance with
embodiments of the present disclosure; and

[0021] FIG. 11 illustrates a sign of the guest evacuation
deterrence device, in accordance with embodiments of the
present disclosure.

DETAILED DESCRIPTION

[0022] One or more specific embodiments of the present
disclosure will be described below. In an effort to provide a
concise description of these embodiments, all features of an
actual implementation may not be described in the specifi-
cation. It should be appreciated that in the development of
any such actual implementation, as in any engineering or
design project, numerous implementation-specific decisions
must be made to achieve the developers’ specific goals, such
as compliance with system-related and business-related con-
straints, which may vary from one implementation to
another. Moreover, it should be appreciated that such a
development effort might be complex and time consuming,
but would nevertheless be a routine undertaking of design,
fabrication, and manufacture for those of ordinary skill
having the benefit of this disclosure. Further, to the extent
that certain terms such as parallel, perpendicular, and so
forth are used herein, it should be understood that these
terms allow for certain deviations from a strict mathematical
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definition, for example to allow for deviations associated
with manufacturing imperfections and associated tolerances.
[0023] When introducing elements of various embodi-
ments of the present disclosure, the articles “a,” “an,” and
“the” are intended to mean that there are one or more of the
elements. The terms “comprising,” “including,” and “hav-
ing” are intended to be inclusive and mean that there may be
additional elements other than the listed elements. Addition-
ally, it should be understood that references to “one embodi-
ment” or “an embodiment™ of the present disclosure are not
intended to be interpreted as excluding the existence of
additional embodiments that also incorporate the recited
features.

[0024] The present disclosure provides guest evacuation
deterrence systems configured to prevent guests from
attempting to evacuate amusement park attractions at inad-
visable times and/or in inadvisable directions. Specifically,
the embodiments described herein provide guest evacuation
deterrence devices configured to physically interact with
certain amusement park ride vehicles in a manner that
facilitates appropriate guest evacuations from the ride
vehicles. For example, in certain embodiments, the guest
evacuation deterrence devices described herein include a
latch arm having a latch mechanism configured to latch onto
a fixed member, or other portion, of an amusement park ride
vehicle (e.g., to facilitate evacuation of one or more guests
from the ride vehicle), a positioning mechanism configured
to fix a first location of the guest evacuation deterrence
device relative to the ride vehicle, an extension arm config-
ured to extend the latch mechanism toward the ride vehicle
once the positioning mechanism of the guest evacuation
deterrence device fixes the first location relative to the ride
vehicle, a stop mechanism configured to abut a surface of the
ride vehicle to ensure that the latch mechanism is positioned
properly with respect to the ride vehicle after the extension
arm has been extended, and an actuation mechanism con-
figured to open the latch mechanism (e.g., to release the
fixed member of the ride vehicle). As described in greater
detail herein, these features of the guest evacuation deter-
rence devices facilitate a series of reproducible steps capable
of ensuring appropriate guest evacuations from amusement
park ride vehicles.

[0025] While the disclosed embodiments are generally
described in the context of amusement park ride vehicles, it
should be understood that the guest evacuation deterrence
systems and devices described herein may also be used in
other contexts. For example, the guest evacuation deterrence
systems and devices described herein may be used in
conjunction with other amusement park attractions that
include structures within which amusement park guests may
stand or be seated. Indeed, the guest evacuation deterrence
systems and devices described herein may also be extended
to other applications (i.e., applications other than amuse-
ment parks). Accordingly, the particular construction of the
guest evacuation deterrence systems and devices described
herein (e.g., materials, shapes, sizes, and so forth) may be
implemented according to the desired application.

[0026] FIG. 1 is a perspective view of a guest evacuation
deterrence system 10. Specifically, as illustrated in FIG. 1, in
certain embodiments, the guest evacuation deterrence sys-
tem 10 includes a guest evacuation deterrence device 12
configured to physically interact with a ride vehicle 14 to
ensure that guests riding in the ride vehicle 14 disembark the
ride vehicle 14 at an appropriate time. For example, as
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described in greater detail herein, the guest evacuation
deterrence device 12 may be configured to physically inter-
act with the ride vehicle 14 to unlock, for example, a door
of'the ride vehicle 14 to allow the guests to evacuate the ride
vehicle 14, and then to disengage from the ride vehicle 14.

[0027] FIG. 2 is a perspective view of the guest evacuation
deterrence device 12 of FIG. 1. As illustrated, in certain
embodiments, the guest evacuation deterrence device 12
may include an elongated main body 16 having a handle 18
disposed at a first end 20 of the elongated main body 16, and
a latch mechanism 22 disposed at a second end 24 (i.e.,
opposite the first end 20) of the elongated main body 16. In
certain embodiments, the elongated main body 16 may be a
hollow tubular member, such as aluminum tubing having a
relatively smaller diameter (e.g., 1 inch or 25 millimeter
diameter). However, it will be appreciated that other
embodiments of the elongated main body 16 may utilize
different materials, sizes, and so forth.

[0028] As described in greater detail herein, in certain
embodiments, the latch mechanism 22 may include a hook
with a spring-loaded latch, which is configured to latch onto,
and release, a fixed member of an amusement park ride
vehicle, such as the ride vehicle 14 illustrated in FIG. 1.
However, it will be appreciated that other embodiments of
the latch mechanism 22 may utilize different implementa-
tions for latching onto, and releasing, the fixed member of
the amusement park ride vehicle. As described in greater
detail herein, in certain embodiments, the latch mechanism
22 may be configured to automatically latch onto the fixed
member of the amusement park ride vehicle when the latch
mechanism 22 is moved into position with respect to the
fixed member of the amusement park ride vehicle. Subse-
quently, the latch mechanism 22 may release the fixed
member of the amusement park ride vehicle, as described in
greater detail herein. In addition, it will be appreciated that
the design of the latch mechanism 22 described herein also
prevents guests from inadvertently knocking the guest
evacuation deterrence device 12 from the fixed member of
the amusement park ride vehicle.

[0029] As also illustrated in FIG. 2, in certain embodi-
ments, the guest evacuation deterrence device 12 may
include an actuation mechanism 26 disposed along a length
of the elongated main body 16 between the first end 20 and
the second end 24 of the elongated main body 16. In general,
the actuation mechanism 26 is configured to actuate the latch
mechanism 22 to, for example, release the fixed member of
the amusement park ride vehicle. As described in greater
detail herein, in certain embodiments, the actuation mecha-
nism 26 may include a cable pull 28 that is physically
coupled to a cable 30 that extends through an interior
volume of the elongated main body 16 from the cable pull
28 to the latch mechanism 22. More specifically, in certain
embodiments, the cable 30 is physically coupled to the cable
pull 28 at a first end 32 of the cable 30, and is physically
coupled to the latch mechanism 22 at a second end 34 of the
cable 30, as described in greater detail herein. In certain
embodiments, the actuation mechanism 26 may be config-
ured to open the latch mechanism 22 by counteracting the
spring-loading of the latch mechanism 22. However, it will
be appreciated that other embodiments of the actuation
mechanism 26 may utilize different implementations for
actuating the latch mechanism 22 (e.g., such as a handle/
lever combination configured to manipulate the cable 30,
and so forth).

Nov. 26, 2020

[0030] As also illustrated in FIG. 2, in certain embodi-
ments, the guest evacuation deterrence device 12 may also
include a positioning mechanism 36 disposed along the
length of the elongated main body 16 between the first end
20 and the second end 24 of the elongated main body 16. In
general, the positioning mechanism 36 is configured to fix a
first location of the elongated main body 16 relative to an
amusement park ride vehicle. As described in greater detail
herein, in certain embodiments, the positioning mechanism
36 may include one or more compliant supports 38 (e.g.,
rubber or other elastomer supports) configured to mate with
contoured edges of the ride vehicle to fix the first location of
the elongated main body 16 relative to the ride vehicle.
However, it will be appreciated that other embodiments of
the positioning mechanism 36 may utilize different imple-
mentations for fixing the first location of the elongated main
body 16 relative to an amusement park ride vehicle.

[0031] As described in greater detail herein, in certain
embodiments, the elongated main body 16 may be config-
ured to be extended (e.g., as illustrated by arrow 40) relative
to an amusement park ride vehicle when the first location of
the elongated main body 16 is fixed relative to the ride
vehicle via the positioning mechanism 36. Specifically, as
also described in greater detail herein, in certain embodi-
ments, the elongated main body 16 may include a substan-
tially linear extension arm 42 configured to be extended
(e.g., as illustrated by arrow 40) relative to an amusement
park ride vehicle when the first location of the elongated
main body 16 is fixed relative to the ride vehicle via the
positioning mechanism 36, a substantially linear handle arm
44 connected to the extension arm 42 at a first bend 46 of the
elongated main body 16, and a substantially linear latch arm
48 connected to the extension arm 42 at a second bend 50 of
the elongated main body 16. As used herein, the term
“substantially linear” is intended to describe features (e.g.,
the various arms 42, 44, 48 of the elongated main body 16)
that are linear along the length of the features within only
minor variations from linear (e.g., within 5 degrees, within
4 degrees, within 3 degrees, within 2 degrees, within 1
degree, or even more linear) with respect to end points of the
features.

[0032] As described in greater detail herein, in certain
embodiments, the first and second bends 46, 50 of the
elongated main body 16 may be substantially 90 degree
bends, for example, such that the handle arm 44 and the latch
arm 48 are both substantially perpendicular to the extension
arm 42. Indeed, in certain embodiments, the handle arm 44
and the latch arm 48 may also be substantially perpendicular
to each other, such that rotation of the guest evacuation
deterrence device 12 about a longitudinal axis 52 of the
extension arm 42 facilitates manipulation of the guest evacu-
ation deterrence device 12 for the purpose of physically
interacting with a fixed member of an amusement park ride
vehicle. As used herein, the term “substantially perpendicu-
lar” is intended to describe features (e.g., the various arms
42, 44, 48 of the elongated main body 16) that are perpen-
dicular with each other within only minor variations from
perpendicular (e.g., within 5 degrees, within 4 degrees,
within 3 degrees, within 2 degrees, within 1 degree, or even
more linear) with respect to end points of the features.
Similarly, the term “substantially 90 degree” is intended to
describe an angle (e.g., of the first and second bends 46, 50)
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that is between 87 degrees and 93 degrees, between 88
degrees and 92 degrees, between 89 degrees and 91 degrees,
or even closer to 90 degrees.

[0033] As also illustrated in FIG. 2, in certain embodi-
ments, the guest evacuation deterrence device 12 may also
include a stop mechanism 54 disposed along the length of
the elongated main body 16 between the first end 20 and the
second end 24 of the elongated main body 16. In general, the
stop mechanism 54 is configured to abut a surface of an
amusement park ride vehicle to fix a second location of the
elongated main body 16 relative to the amusement park ride
vehicle when the extension arm 42 has been extended
relative to the amusement park ride vehicle. As described in
greater detail herein, in certain embodiments, the stop
mechanism 54 may include a metal stopper plate configured
to abut the surface of the amusement park ride vehicle to fix
the second location of the elongated main body 16 relative
to the amusement park ride vehicle when the extension arm
42 is extended relative to the amusement park ride vehicle.
However, it will be appreciated that other embodiments of
the stop mechanism 54 may utilize different implementa-
tions for fixing the second location of the elongated main
body 16 relative to an amusement park ride vehicle.

[0034] As also illustrated in FIG. 2, in certain embodi-
ments, the guest evacuation deterrence device 12 may also
include a sign 56, for example, a universal language no-
entrance sign to notify guests of the amusement park ride
vehicle that they should not attempt to evacuate the amuse-
ment park ride vehicle at that time and/or in the direction of
the guest evacuation deterrence device 12. For example,
FIG. 11 illustrates the sign 56 of the guest evacuation
deterrence device 12. It will be appreciated that, in certain
embodiments, due at least in part to the orientation of the
sign 56, when the latch mechanism 22 of the guest evacu-
ation deterrence device 12 is engaging the fixed member of
the amusement park ride vehicle (i.e., when the guests may
properly evacuate the amusement park ride vehicle), the sign
56 may be hidden from view, for example, within an interior
portion of the amusement park ride vehicle.

[0035] FIG. 3 is a top view of the guest evacuation
deterrence device 12 of FIG. 2. In addition, FIG. 4 is a side
view of the guest evacuation deterrence device 12 of FIG. 2.
As illustrated, in certain embodiments, the cable pull 28 of
the actuation mechanism 26, the one or more compliant
supports 38, and the stop mechanism 54 are disposed
consecutively along a length of the extension arm 42
between the first bend 46 and the second bend 50 of the guest
evacuation deterrence device 12.

[0036] FIG. 5 is a top view of the latch mechanism 22 and
a portion of the latch arm 48 of the guest evacuation
deterrence device 12 of FIG. 2. In addition, FIG. 6 is a side
view of the latch mechanism 22 and the portion of the latch
arm 48 of the guest evacuation deterrence device 12 of FIG.
2. As illustrated in FIG. 6, in certain embodiments, the latch
mechanism 22 includes a main hook portion 58 and a latch
60 physically coupled to the main hook portion 58 at a hinge
point 62. As illustrated in FIGS. 5 and 6, in certain embodi-
ments, the main hook portion 58 may be physically coupled
to the latch arm 48 by one or more coupling plates 64.
Specifically, as illustrated in FIG. 5, in certain embodiments,
the main hook portion 58 may be physically coupled to the
latch arm 48 via two coupling plates 64 disposed on opposite
sides of both the main hook portion 58 and the latch arm 48.
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[0037] In certain embodiments, the latch 60 may be
spring-loaded such that the latch 60 is biased toward a closed
position with respect to the main hook portion 58, but may
allow certain objects (e.g., a fixed member of an amusement
park ride vehicle) to push the latch 60 into a partially open
position to allow the objects to enter a space 66 defined by
the main hook portion 58 (i.e., to allow the latch mechanism
22 to latch onto the objects), then returning to the closed
position once the objects have entered the space 66 defined
by the main hook portion 58. In certain embodiments, to
release the objects from within the space 66 defined by the
main hook portion 58, the latch 60 may be actuated into a
partially open position by the actuation mechanism 26
described herein. Specifically, as illustrated in FIG. 6, in
certain embodiments, the cable 30 may be physically
coupled to the latch 60 to enable the actuation mechanism 26
described herein to counteract the spring-loaded nature of
the latch 60 to, for example, release certain objects (e.g., a
fixed member of an amusement park ride vehicle) that have
been latched onto by the latch mechanism 22. As illustrated
in FIG. 6, in certain embodiments, the latch arm 48 may
include a small opening 68 through a wall 70 of the latch arm
48 to enable the cable 30 to pass from within an interior
volume 72 of the latch arm 48 to facilitate the physical
coupling of the cable 30 to the latch 60 external to the latch
arm 48.

[0038] FIG. 7 is a perspective view of a compliant support
38 of the guest evacuation deterrence device 12 of FIG. 2.
As illustrated, in certain embodiments, the compliant sup-
port 38 includes an opening 74 that extends all the way
through a main body portion 76 of the compliant support 38
such that the elongated main body 16 (e.g., specifically, the
extension arm 42) of the guest evacuation deterrence device
12 may fit within the opening 74. As illustrated, in certain
embodiments, the main body portion 76 of the compliant
support 38 may include a slit 78 that extends through the
main body portion 76 substantially parallel with the opening
74, wherein the slit 78 facilitates the elongated main body 16
(e.g., specifically, the extension arm 42) of the guest evacu-
ation deterrence device 12 being inserted into the opening
74. Specifically, it will be appreciated that the compliant
nature of the compliant support 38 may be relatively easily
manipulated to allow the extension arm 42 to be inserted into
the opening 74.

[0039] As also illustrated in FIG. 7, in certain embodi-
ments, the compliant support 38 may include certain posi-
tioning features 80, such as legs 82 that extend from the
main body portion 76 of the compliant support 38. The
positioning features 80 may be specifically designed to mate
with (e.g., abut) certain contoured edges of, for example, a
ride vehicle to fix a first position of the guest evacuation
deterrence device 12 relative to the ride vehicle. For
example, FIG. 8 illustrates two compliant supports 38 of a
guest evacuation deterrence device 12 mating with a con-
toured surface 84 of a ride vehicle 14 to fix a first position
of the guest evacuation deterrence device 12 relative to the
ride vehicle 14.

[0040] As described in greater detail herein, in certain
embodiments, the latch mechanism 22 of the guest evacu-
ation deterrence device 12 is configured to latch onto certain
objects due at least in part to the spring-loaded nature of a
latch 60 of the latch mechanism 22. For example, FIG. 9
illustrates a latch mechanism 22 of the guest evacuation
deterrence device 12 after latching onto a fixed member 86
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associated with a ride vehicle 14. As described in greater
detail herein, the latch 60 of the latch mechanism 22 may be
actuated (e.g., by the actuation mechanism 26) to release the
fixed member 86 of the ride vehicle 14 from the latch
mechanism 22. For example, FIG. 10 illustrates an actuation
mechanism 26 (e.g., as a cable pull 28, in the illustrated
embodiment) that may be used to actuate the latch 60 of the
latch mechanism 22 to facilitate release of the fixed member
86 of the ride vehicle 14.

[0041] As described herein, the guest evacuation deter-
rence device 12 is configured to physically interact with, for
example, a ride vehicle 14 to prevent guests from attempting
to evacuate the ride vehicle 14 at inadvisable times and/or in
inadvisable directions. In operation, for example, the guest
evacuation deterrence device 12 may be held by an operator
at the handle 18 in an orientation such that the latch arm 48
is at a 90 degree angle with respect to the ground. The
operator may then begin to lower the guest evacuation
deterrence device 12 down onto the contoured surface 84 of
the ride vehicle 14 (see, e.g., FIG. 10) until the one or more
compliant supports 38 of the guest evacuation deterrence
device 12 are seated properly against the ride vehicle (i.e.,
to fix a first predetermined location of the guest evacuation
deterrence device 12 relative to the ride vehicle). Then, the
operator may extend the extension arm 42 of the guest
evacuation deterrence device 12, as illustrated by arrow 40,
until the stop mechanism 54 makes contact with another
surface of the ride vehicle (i.e., to fix a second predeter-
mined location of the guest evacuation deterrence device 12
relative to the ride vehicle). Once the one or more compliant
supports 38 and the stop mechanism 54 of the guest evacu-
ation deterrence device 12 are in their respective predeter-
mined locations, the operator may use the handle 18 to rotate
the guest evacuation deterrence device 12 about the longi-
tudinal axis 52 of the extension arm 42, as illustrated by
arrow 88, such that the latch arm 48 rotates approximately
90 degrees (e.g., between 80 degrees and 100 degrees,
between 85 degrees and 95 degrees, between 88 degrees and
92 degrees, and so forth) in the counterclockwise direction,
for example, until the spring-loaded latch 60 of the latch
mechanism 22 captures the fixed member 86 of the ride
vehicle 14 (see, e.g., FIG. 9). At this point, the guests may
evacuate the ride vehicle, and the operator may then use the
actuation mechanism 26 to open the latch 60 of the latch
mechanism 22 to release the fixed member 86 of the ride
vehicle 14. Then, the operator may perform the procedure in
reverse order, and remove the guest evacuation deterrence
device 12 from the ride vehicle 14.

[0042] Returning now to FIG. 1, in certain embodiments,
the ride vehicle 14 may include a door 90 disposed on one
side of the ride vehicle 14, and a gap, door 92, or equivalent
on the opposite side of the ride vehicle 14. As described in
greater detail herein, the guest evacuation deterrence device
12 is configured to prevent guests from exiting the ride
vehicle 14 in a non-preferred manner during an evacuation
or regular operation of the ride vehicle 14 through, for
example, an otherwise intuitive-looking path (e.g., the door
92). In particular, as illustrated in FIG. 1, the guest evacu-
ation deterrence device 12 may be configured to block the
guests from exiting the ride vehicle 14 via such paths. In
addition, as described in greater detail herein, the sign 56 on
the guest evacuation deterrence device 12 may warn the
guests against taking such paths.
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[0043] While only certain features have been illustrated
and described herein, many modifications and changes will
occur to those skilled in the art. It is, therefore, to be
understood that the appended claims are intended to cover
all such modifications and changes as fall within the true
spirit of the disclosure.

[0044] The techniques presented and claimed herein are
referenced and applied to material objects and concrete
examples of a practical nature that demonstrably improve
the present technical field and, as such, are not abstract,
intangible or purely theoretical. Further, if any claims
appended to the end of this specification contain one or more
elements designated as “means for [perform]ing [a function]
. ” or “step for [perform]ing [a function] . . . ™, it is
intended that such elements are to be interpreted under 35
US.C. § 112(f). However, for any claims containing ele-
ments designated in any other manner, it is intended that
such elements are not to be interpreted under 35 U.S.C. §
112(f).

1. A device, comprising:

an elongated main body;

a handle portion disposed at a first end of the elongated
main body;

a latch mechanism disposed at a second end of the
elongated main body, wherein the latch mechanism is
configured to latch onto a member of an enclosure;

an actuation mechanism disposed along a length of the
elongated main body between the first and second ends
of the elongated main body, wherein the actuation
mechanism is configured to actuate the latch mecha-
nism; and

a positioning mechanism disposed along the length of the
elongated main body between the first and second ends
of the elongated main body, wherein the positioning
mechanism is configured to fix a first location of the
elongated main body relative to the enclosure, and
wherein the elongated main body is configured to be
extended relative to the enclosure when the first loca-
tion of the elongated main body is fixed relative to the
enclosure via the positioning mechanism.

2. The device of claim 1, wherein the latch mechanism
comprises a hook configured to latch onto the member of the
enclosure.

3. The device of claim 1, wherein the latch mechanism is
spring-loaded, and wherein the actuation mechanism is
configured to open the latch mechanism by counteracting the
spring-loading of the latch mechanism.

4. The device of claim 1, wherein the actuation mecha-
nism comprises a cable pull physically coupled to a cable at
a first end of the cable, wherein the cable is physically
coupled to the latch mechanism at a second end of the cable.

5. The device of claim 1, wherein the elongated main
body comprises a substantially linear extension arm config-
ured to be extended relative to the enclosure when the first
location of the elongated main body is fixed relative to the
enclosure via the positioning mechanism, a substantially
linear handle arm connected to the extension arm at a first
bend of the elongated main body, and a substantially linear
latch arm connected to the extension arm at a second bend
of the elongated main body.

6. The device of claim 5, wherein the first and second
bends comprise substantially 90 degree bends.

7. The device of claim 6, wherein the handle arm is
substantially perpendicular to the latch arm.
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8. The device of claim 5, wherein the extension arm
comprises a stop mechanism configured to abut a surface of
the enclosure to fix a second location of the elongated main
body relative to the enclosure when the extension arm is
extended relative to the enclosure.

9. The device of claim 1, wherein the positioning mecha-
nism comprises one or more compliant supports configured
to mate with contoured edges of the enclosure.

10. The device of claim 1, wherein the enclosure com-
prises a vehicle of an amusement park ride.

11. An evacuation deterrence system, comprising;

a vehicle configured to accommodate one or more pas-
sengers, wherein the vehicle comprises a fixed member
configured to deter evacuation of the one or more
passengers from the vehicle; and

an evacuation deterrence device configured to latch onto
the fixed member of the vehicle, wherein the evacua-
tion deterrence device comprises:
an elongated main body;

a handle portion disposed at a first end of the elongated
main body;

a latch mechanism disposed at a second end of the
elongated main body, wherein the latch mechanism
is configured to latch onto the fixed member of the
vehicle;

an actuation mechanism disposed along a length of the
elongated main body between the first and second
ends of the elongated main body, wherein the actua-
tion mechanism is configured to actuate the latch
mechanism; and

a positioning mechanism disposed along the length of
the elongated main body between the first and sec-
ond ends of the elongated main body, wherein the
positioning mechanism is configured to fix a first
location of the elongated main body relative to the
vehicle, and wherein the elongated main body is
configured to be extended relative to the vehicle
when the first location of the elongated main body is
fixed relative to the vehicle via the positioning
mechanism.

12. The evacuation deterrence system of claim 11,
wherein the latch mechanism comprises a hook configured
to latch onto the fixed member of the vehicle.

13. The evacuation deterrence system of claim 11,
wherein the latch mechanism is spring-loaded, and wherein
the actuation mechanism is configured to open the latch
mechanism by counteracting the spring-loading of the latch
mechanism.

14. The evacuation deterrence system of claim 11,
wherein the actuation mechanism comprises a cable pull
physically coupled to a cable at a first end of the cable,
wherein the cable is physically coupled to the latch mecha-
nism at a second end of the cable.
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15. The evacuation deterrence system of claim 11,
wherein the elongated main body comprises a substantially
linear extension arm configured to be extended relative to
the vehicle when the first location of the elongated main
body is fixed relative to the vehicle via the positioning
mechanism, a substantially linear handle arm connected to
the extension arm at a first bend of the elongated main body,
and a substantially linear latch arm connected to the exten-
sion arm at a second bend of the elongated main body.
16. The evacuation deterrence system of claim 15,
wherein the first and second bends comprise substantially 90
degree bends.
17. The evacuation deterrence system of claim 16,
wherein the handle arm is substantially perpendicular to the
latch arm.
18. The evacuation deterrence system of claim 15,
wherein the extension arm comprises a stop mechanism
configured to abut a surface of the vehicle to fix a second
location of the elongated main body relative to the vehicle
when the extension arm is extended relative to the vehicle.
19. The evacuation deterrence system of claim 11,
wherein the positioning mechanism comprises one or more
compliant supports configured to mate with contoured edges
of the vehicle.
20. A device, comprising:
a substantially linear handle arm;
a substantially linear extension arm connected to the
handle arm via a substantially 90 degree first bend,
wherein the extension arm is configured to extend
along a longitudinal axis of the extension arm, and
wherein the extension arm comprises:
one or more compliant supports configured to mate
with contoured edges of a vehicle to fix a first
location of the extension arm relative to the vehicle;
and

a stopper plate configured to abut a surface of the
vehicle to fix a second location of the extension arm
relative to the vehicle when the extension arm is
extended relative to the vehicle;

a substantially linear latch arm connected to the extension
arm via a substantially 90 degree second bend, wherein
the latch arm is substantially perpendicular to the
handle arm, and wherein the latch arm comprises a
spring-loaded hook disposed at an end of the latch arm
opposite the second bend, wherein the spring-loaded
hook is configured to latch onto a fixed member of the
vehicle; and

a cable pull physically coupled to a cable at a first end of
the cable, wherein the cable is physically coupled to the
spring-loaded hook at a second end of the cable, and
wherein the cable pull is configured to open the spring-
loaded hook by counteracting the spring-loading of the
spring-loaded hook.
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